System Description

1. Pipe Size

2. Wall Thickness

3. Material

4. Operating Pressure, psig

Other Requirements

1. Restricted Distance, ft

Piping System Pneumatic Test Report
NASA Glenn Research Center

.25 0.D. tuvbe

035

304 Stainless steel

240 psig

51t

2. Cold Shock (cryo only) Y/N, date

3. Leak Test (required), date 10-7-02

Specific Check Points and % of Test Pressure

1.50% = 150 31.3
2.60% = 180 31.5
3.70% = 210 43.8
4.80% = 240 50.0
5.90% = 210 56.3
6. Max = 300 62.5
Remarks:

For University of Wisoncon drop rig

Pneumatic Pressure Test Performed by

Organization

Building 45 technicians

Pneumatic Test Parameters

1. Pneumatic Test Date

2. Maximum Test Pressure, psig

3. Test Fluid

4. Test Fluid Temperature, °F

5. System Metal Temperature, OF

6. Verified Gauge Calibration, Date:

Time/Initials
Hold time
Hold time
Hold time
Hold time
Hold time

Hold for 15 minutes

10-7-02
300 psig
Nitrogen
70°%F
70°F
1-26-02
5 min. JCS.
5 min. J.CS.
5 min. J.CS.
5 min. J.CS.
5 min. J.CS.
15 min. JCS.

Technicians Jeffrey C. Smith 10-7-02
Signature Date

Phineas Isringham 10-7-02
Signature Date

NASA Witness Phineas Isringham 10-7-02
Signature Date

Other 10-7-02
Signature Date

August, 2001



